


 
 
 

 
 

 
 
DIMENSION:(mm) 
 

TYPE-5E10   
 

OPERATING 
TEMP. RANGE -25℃~+95℃ THERMAL 

TIME CONS. 
LESS 25 SEC. 
(STILL AIR) 

INSULATION 
RESISTANCE 

DC500V, 
100MΩMIN 

DIELECTRIC 
STRENGTH AC 1000V 1 SEC.

LEAD OPTION 

A：UL1430 OR UL2651 (105℃) 

B：UL2468 (80℃) 

C：UL2464 CABLE (80℃) 

D：UL1332 FEP TEFLON (200℃) 

E：0.5φ TINNED COPPER LEAD 

TYPE-5CN15 
 

OPERATING 
TEMP. RANGE -25℃~+105℃ THERMAL 

TIME CONS. 

ABOUT 8 SEC. 
(UNDER 
WATER) 

INSULATION 
RESISTANCE 

DC500V, 
100MΩMIN 

DIELECTRIC 
STRENGTH AC 1000V 1 SEC.

LEAD OPTION 

A：UL1430 OR UL2651 (105℃) 

B：UL2468 (80℃) 

C：UL2464 CABLE (80℃) 

D：UL1332 FEP TEFLON (200℃) 

E：0.5φ TINNED COPPER LEAD 

TYPE-5C25 
 

OPERATING 
TEMP. RANGE -30℃~+105℃ THERMAL 

TIME CONS. 

ABOUT 10 SEC. 
(UNDER 
WATER) 

INSULATION 
RESISTANCE 

DC500V, 
100MΩMIN 

DIELECTRIC 
STRENGTH AC 1000V 1 SEC.

LEAD OPTION 

A：UL1430 OR UL2651 (105℃) 

B：UL2468 (80℃) 

C：UL2464 CABLE (80℃) 

D：UL1332 FEP TEFLON (200℃) 

E：0.5φ TINNED COPPER LEAD 

TYPE-5CT15 
 

OPERATING 
TEMP. RANGE -30℃~+105℃ THERMAL 

TIME CONS. 

ABOUT 10 SEC. 
(UNDER 
WATER) 

INSULATION 
RESISTANCE 

DC500V, 
100MΩMIN 

DIELECTRIC 
STRENGTH AC 1000V 1 SEC.

LEAD OPTION 

A：UL1430 OR UL2651 (105℃) 

B：UL2468 (80℃) 

C：UL2464 CABLE (80℃) 

D：UL1332 FEP TEFLON (200℃) 

E：0.5φ TINNED COPPER LEAD 

 
 



 
 
 

 
DIMENSION:(mm) 

TYPE-3CN15   
 

OPERATING 
TEMP. RANGE -30℃~+105℃ THERMAL 

TIME CONS. 
LESS 20 SEC. 
(STILL AIR) 

INSULATION 
RESISTANCE 

DC500V, 
100MΩMIN 

DIELECTRIC 
STRENGTH AC 1000V 1 SEC.

LEAD OPTION 

A：UL1430 OR UL2651 (105℃) 

B：UL2468 (80℃) 

C：UL2464 CABLE (80℃) 

D：UL1332 FEP TEFLON (200℃) 

E：0.5φ TINNED COPPER LEAD 

TYPE-3CN25 
 

OPERATING 
TEMP. RANGE -30℃~+105℃ THERMAL 

TIME CONS. 

LESS 7 SEC. 
(UNDER 
WATER) 

INSULATION 
RESISTANCE 

DC500V, 
100MΩMIN 

DIELECTRIC 
STRENGTH AC 1000V 1 SEC.

LEAD OPTION 

A：UL1430 OR UL2651 (105℃) 

B：UL2468 (80℃) 

C：UL2464 CABLE (80℃) 

D：UL1332 FEP TEFLON (200℃) 

E：0.5φ TINNED COPPER LEAD 

TYPE-3CN30 
 

OPERATING 
TEMP. RANGE -30℃~+105℃ THERMAL 

TIME CONS. 

LESS 7 SEC. 
(UNDER 
WATER) 

INSULATION 
RESISTANCE 

DC500V, 
100MΩMIN 

DIELECTRIC 
STRENGTH AC 1000V 1 SEC.

LEAD OPTION 

A：UL1430 OR UL2651 (105℃) 

B：UL2468 (80℃) 

C：UL2464 CABLE (80℃) 

D：UL1332 FEP TEFLON (200℃) 

E：0.5φ TINNED COPPER LEAD 

TYPE-5C30 
 

OPERATING 
TEMP. RANGE -30℃~+105℃ THERMAL 

TIME CONS. 

LESS 10 SEC. 
(UNDER 
WATER) 

INSULATION 
RESISTANCE 

DC500V, 
100MΩMIN 

DIELECTRIC 
STRENGTH AC 1000V 1 SEC.

LEAD OPTION 

A：UL1430 OR UL2651 (105℃) 

B：UL2468 (80℃) 

C：UL2464 CABLE (80℃) 

D：UL1332 FEP TEFLON (200℃) 

E：0.5φ TINNED COPPER LEAD 

TYPE-5C33 
 

OPERATING 
TEMP. RANGE -30℃~+105℃ THERMAL 

TIME CONS. 

LESS 11 SEC. 
(UNDER 
WATER) 

INSULATION 
RESISTANCE 

DC500V, 
100MΩMIN 

DIELECTRIC 
STRENGTH AC 1000V 1 SEC.

LEAD OPTION 

A：UL1430 OR UL2651 (105℃) 

B：UL2468 (80℃) 

C：UL2464 CABLE (80℃) 

D：UL1332 FEP TEFLON (200℃) 

E：0.5φ TINNED COPPER LEAD 

TYPE-ST30 
 

OPERATING 
TEMP. RANGE -30℃~+250℃ THERMAL 

TIME CONS. 
LESS 25 SEC. 
(STILL AIR) 

INSULATION 
RESISTANCE 

DC500V, 
100MΩMIN 

DIELECTRIC 
STRENGTH AC 1000V 1 SEC.

LEAD OPTION 

A：UL1430 OR UL2651 (105℃) 

B：UL2468 (80℃) 

C：UL2464 CABLE (80℃) 

D：UL1332 FEP TEFLON (200℃) 

E：0.5φ TINNED COPPER LEAD 

 



 
 
 

 
DIMENSION:(mm) 

TYPE-5CR24 
 

OPERATING 
TEMP. RANGE -30℃~+115℃ THERMAL 

TIME CONS. 
LESS 26 SEC. 
(STILL AIR) 

INSULATION 
RESISTANCE 

DC500V, 
100MΩMIN 

DIELECTRIC 
STRENGTH AC 1000V 1 SEC.

LEAD OPTION 

A：UL1430 OR UL2651 (105℃) 

B：UL2468 (80℃) 

C：UL2464 CABLE (80℃) 

D：UL1332 FEP TEFLON (200℃) 

E：0.5φ TINNED COPPER LEAD 

TYPE-5CR19 
 

OPERATING 
TEMP. RANGE -30℃~+115℃ THERMAL 

TIME CONS. 
LESS 24 SEC. 
(STILL AIR) 

INSULATION 
RESISTANCE 

DC500V, 
100MΩMIN 

DIELECTRIC 
STRENGTH AC 1000V 1 SEC.

LEAD OPTION 

A：UL1430 OR UL2651 (105℃) 

B：UL2468 (80℃) 

C：UL2464 CABLE (80℃) 

D：UL1332 FEP TEFLON (200℃) 

E：0.5φ TINNED COPPER LEAD 

TYPE-3CF10 
 

OPERATING 
TEMP. RANGE -30℃~+115℃ THERMAL 

TIME CONS. 
LESS 25 SEC. 
(STILL AIR) 

INSULATION 
RESISTANCE 

DC500V, 
100MΩMIN 

DIELECTRIC 
STRENGTH AC 1000V 1 SEC.

LEAD OPTION 

A：UL1430 OR UL2651 (105℃) 

B：UL2468 (80℃) 

C：UL2464 CABLE (80℃) 

D：UL1332 FEP TEFLON (200℃) 

E：0.5φ TINNED COPPER LEAD 

TYPE-5CF13 
 

OPERATING 
TEMP. RANGE -30℃~+115℃ THERMAL 

TIME CONS. 
LESS 26 SEC. 
(STILL AIR) 

INSULATION 
RESISTANCE 

DC500V, 
100MΩMIN 

DIELECTRIC 
STRENGTH AC 1000V 1 SEC.

LEAD OPTION 

A：UL1430 OR UL2651 (105℃) 

B：UL2468 (80℃) 

C：UL2464 CABLE (80℃) 

D：UL1332 FEP TEFLON (200℃) 

E：0.5φ TINNED COPPER LEAD 

TYPE-3CR18 

 

 

OPERATING 
TEMP. RANGE -30℃~+115℃ THERMAL 

TIME CONS. 
LESS 20 SEC. 
(STILL AIR) 

INSULATION 
RESISTANCE 

DC500V, 
100MΩMIN 

DIELECTRIC 
STRENGTH AC 1000V 1 SEC.

LEAD OPTION 

A：UL1430 OR UL2651 (105℃) 

B：UL2468 (80℃) 

C：UL2464 CABLE (80℃) 

D：UL1332 FEP TEFLON (200℃) 

E：0.5φ TINNED COPPER LEAD 

TYPE-5CR18 

 

 

OPERATING 
TEMP. RANGE -30℃~+115℃ THERMAL 

TIME CONS. 
LESS 22 SEC. 
(STILL AIR) 

INSULATION 
RESISTANCE 

DC500V, 
100MΩMIN 

DIELECTRIC 
STRENGTH AC 1000V 1 SEC.

LEAD OPTION 

A：UL1430 OR UL2651 (105℃) 

B：UL2468 (80℃) 

C：UL2464 CABLE (80℃) 

D：UL1332 FEP TEFLON (200℃) 

E：0.5φ TINNED COPPER LEAD 

 



 
 
 

 
 
DIMENSION:(mm) 
 

TYPE-5CT8   
 

OPERATING 
TEMP. RANGE -40℃~+125℃ THERMAL 

TIME CONS. ABOUT 18 SEC. 

INSULATION 
RESISTANCE 

DC500V, 
100MΩMIN 

DIELECTRIC 
STRENGTH AC 1000V 1 SEC.

LEAD OPTION 

A：UL1430 OR UL2651 (105℃) 

B：UL2468 (80℃) 

C：UL2464 CABLE (80℃) 

D：UL1332 FEP TEFLON (200℃) 

E：0.5φ TINNED COPPER LEAD 

TYPE-5P25 
 

OPERATING 
TEMP. RANGE -40℃~+65℃ THERMAL 

TIME CONS. 

ABOUT 15 SEC. 
(UNDER 
WATER) 

INSULATION 
RESISTANCE 

DC500V, 
100MΩMIN 

DIELECTRIC 
STRENGTH AC 4500V 1 SEC.

LEAD OPTION 

A：UL1430 OR UL2651 (105℃) 

B：UL2468 (80℃) 

C：UL2464 CABLE (80℃) 

D：UL1332 FEP TEFLON (200℃) 

E：0.5φ TINNED COPPER LEAD 

TYPE-5HST 
 

OPERATING 
TEMP. RANGE -30℃~+115℃ THERMAL 

TIME CONS. 
LESS 20 SEC. 
(STILL AIR) 

INSULATION 
RESISTANCE 

DC500V, 
100MΩMIN 

DIELECTRIC 
STRENGTH AC 1000V 1 SEC.

LEAD OPTION 

A：UL1430 OR UL2651 (105℃) 

B：UL2468 (80℃) 

C：UL2464 CABLE (80℃) 

D：UL1332 FEP TEFLON (200℃) 

E：0.5φ TINNED COPPER LEAD 

TYPE-5CR22 

 

 

OPERATING 
TEMP. RANGE -30℃~+115℃ THERMAL 

TIME CONS. 
LESS 25 SEC. 
(STILL AIR) 

INSULATION 
RESISTANCE 

DC500V, 
100MΩMIN 

DIELECTRIC 
STRENGTH AC 1000V 1 SEC.

LEAD OPTION 

A：UL1430 OR UL2651 (105℃) 

B：UL2468 (80℃) 

C：UL2464 CABLE (80℃) 

D：UL1332 FEP TEFLON (200℃) 

E：0.5φ TINNED COPPER LEAD 
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